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1.0verview
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What Is included In this Kit?

e USB-SATA Bridge Manufacturing Kit

1.Tool to Configure USB-SATA Bridge Device
a. EEPROM Editor (Hotkey Alt+E)
b. USB-SATA Bridge Device MultiPortConfiguration
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USB-SATA Bridge Device

Production Flow

Prolific default setting

USB-SATA Bridge Device Configuration 1 | Reset Configuration

USB Mass Storage Device

|

\ Prollglcﬁ Final Product




2. Bulld USB-SATA Bridge Device

-2.1 EEPROM Editor (Hotkey Alt+E)
-2.2 MultiPortConfiguration
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2.1 EEPROM Editor

e Content
2.1.1 EEPROM Editor Description
2.1.2 EEPROM Field definition
o A. EEPROM Editor overview

o B. EEPROM Editor field definition
e C. Where can | see user sensible field of EEP file?

2.1.3 EEPROM Editor Operation Step
e A. configure chip step
o B. EEP file operation

2.1.4 EEPROM file Naming rule
2.1.5 Virtual ODD image operation
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2.1.1 EEPROM Editor Description

e EEPROM editor is the tool :

to compose the EEP file which is the SOP
for production line

to define the configuration information of
USB-SATA Bridge Device, such as

e USB information
e Firmware information

to generate a production evaluation sample
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2.1.2.a EEP Fileld Sample

7 EEPROM Editor - Prolific

YWendor [D:
Yendor Desc
Product Desc:
FPCEB Revision:

Serial Number:

Attributes:

LISE Descriptor Table

0678 Product ID:

Firmmware Information

Mo device

Frolific Technology Inc.

USE-SATA Eridge

Yersion:

0100

FROLIFICME, 000000001

Self-Powered

External Firmware Information

Exceed 10-Bytes

L] Filename:

Checksum:

LI 1S0 Filename:

Eead chip

Write configure & Fw

Load EEF

Save to EEF

Erase Chip

More ==

Exit




2.1.2.b.1 EEP Field Definition

e USB Descriptor Table Information
Vendor ID (VID assigned by USB-IF)  usg pescriptor Table
e character length =4
Product ID (PID) =
o character length = 4 Yendor Desc: | Prolific Technology Inc.
Vendor Desc (Manufacturer Name) Product Desc: USB-SATA Bridge
e character length = 31
Product Desc (Product Name) _
« character length = 31 Serial Number: | PROLIFICMP 000000001 Exceed 10-Bytes
PCB Revision (bcdDevice) Aftributes: 4 Self-Powered
e character length = 4
Serial Number
e character length =10

wendaor |D; ) [ENE

Product D

FPCB Revision: 0100

o chaLaltcge)r length = 10+9 (Exceed 10-Bytes Vendor ID, Product ID
enable : : :
Attributes fields are in alphanumeric,
« Self-powered (default enabled) or bus- and all fields should not
powered (self-powered disabled) be blank.
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2.1.2.b.2 EEP Field Definition

e External Firmware and AutoRun ISO Filename

Filename
o Firmware hex file
e Checksum value of hex file

ISO Filename (Optional)

o AutoRun ISO file (to be written in Virtual CDROM)
- Requires to load AutoRun firmware for this function.

External Firmware and AutoRun IS0 Filename
Filoname: PL2771_100728_COES hex B

Checksum: COES

1SO Filename: LockToGo_Prolificiso B
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2.1.2.b.3 EEP Field Definition

e Firmware Information Firmware Information
Detected device number (drive letter)
Version (Firmware version)

~ Device 00 (F:)

Version: 20100728
e Switch Buttons

Read Chip Read chip
¢ Reads the EEPROM content and FW version -
Write configure & FW Whnte configure & FW
o Writes the EEP field settings and firmware Load EEP
Load EEP
e Loads the predefined EEP file Save to EEP
Save to EEP
e Saves the current EEP field settings to EEP file Erase Chip
Erase Chip
« This will erase all contents and firmware in EEPROM More >>
More >> ==
e This will open Advanced Settings window =
Exit
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2.1.2.b.4 EEP Field Definition

e More Settings (Advanced Feature)

Device power control (Suspend indicator)
e Use GPIO P3_4 as device power control

Write Protect e X
® Use GPIO P3_O as Wnte prOteCt pln CiDevice power control(Suspend Indicator
HDD Standby 5 HoD Stenchy
» HDD Spindown during Bus Suspend or = Sppon 2ATA Hot Pug
after USB cable unplug C0'vendor Stfing

Breathing LED
o Enable/disable Breathing LED function
o If enabled, Access LED setting is disabled. | AcessLEDmade sefing

| Decided by P3_0 v
Support SATA HOt Plug Cecided bnyB_O: LCwW=DASP mode
o SATA device interface hot plug NIFTIMER mads (2112)
. Autormnatic Suspend timer
Vendor string [Timeout dsabled ]
e Show Vendor (8 char) and Product (16 Timeout disasled

char) descriptor string in Device Manager

Access LED mode setting

e Decided by GPIO P3_0: LOW=DASP
mode; HIGH= Timer Mode (2Hz)

Automatic suspend timer
o Select different auto-suspend periods
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2.1.2.c.1 Where can | see the items ?

Introduction for each column &
where you may find them
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2.1.2c .2

A

" " Heqistiy Editor

® Reg|Stry Flegljtr_u; Edit “iew Help

#-_1 HTREE
+-{_1 INFRARED
- 1SAPMP
- MF

#-C3 MONITOR

e In the example IR+ Bl
.| m-d3PC
VID : 067b w3 PLUMSS
PID : 2X71

{:I Hoot

-] SBP2

#- SC5I

-] 5w

-] TAPECOMTROLLER
=] USE

- ROOT_HUE

- WID_054CEFID_016F

||:-|:|E"E FID 257
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2.1.3 EEPROM Editor Operation Step

eShow how to operate step by step
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\

2.1.3a Configure chip step

Plug-In
e Plug-in a PL-2X71 device.

Edit the USB relevant
iInformation

Or click LOAD existing EEP
file

Click Write configure & FW
to make a sample device

e Program will config device
with current configuration
setting in the editor.
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** EEPROM Editor - Prolific By
USB Descriptor Table Firrmware Information
Wandaor [D: Froduct D: I:l |No device H
Vendor Descz‘Proliﬁo Technology Inc. ‘ Viersiam ‘ ‘
Product Desc: USB-SATA, Bridge ‘
l Bead chip

PCB Revision: 0100
Serial Nurnber: E Config PL2771

|§| \Write configure & P

attibutes: | | Found device to config...
Erase chip
Prograrmming & “erify chip

External Firrmwarg
[ Filename:

Checlksunm: [

150 Filename

MultiPortMFG (X

Config device completely

Ok

Load EEP

Save to EEP

Erase Chip

More =

Exit




2.1.3b Step?2

~ Click SAVE to EEP < memol o
. USE Descriptor Table Firmiware Information
® Save the EEP f||e \/endorID: ProducTIDzl:l |Nodevice H
aCCOFdIng tO the Vendaor Desoz|ProIiﬁcTechnologyInc. ‘ \/ersion:| |
sample device Product Desc:| USB-SATA Bridge
genera ted. PCEB Revision: 0100 l Read chip
. . Serial Number:| PROLIFICM PHooooooom Exceed 10-Bytes | wiite configure & Fw
- ga]?”;]g d I3 IOg refer Affributes: [ Self-Powered | Load EEP

— File naming rule refer e
2-1-5 é) More ==

Exit

|
)
)
Save to EEP |
)
)
)

BAENR e pLZ771_ v [B#Fe ]

L= TFEREN(T): | Eeprom fil w | Hid
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2.1.4 EEP file Naming rule

e File name - Default type

Model your added

 Model : controller model, 1.e. 2X71
*Your added : type what you want

« Example refer the previous page (2.1.4)
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2.1.5 Virtual ODD Image

e Load AutoRun external
firmware supporting virtual

I i ttor - Prolific
ODD function [ el &
. LUSE Descriptor Table Firrmware Information
e Select ISO file VendorlD 0678 | Proouctin| | Mo devics M

Vendor Dese: Proiffic Technology Inc, | Version | ‘

o COnflgure Chlp Product Desc USB-SATA Bridge _
o Refer to PL2x71 | “ofmr o e

Serial Number: PROLIFICMP 000000001 | [l Exceed 10-Bytes

= 1150 Filename: s ] Exit
MEEEEEEEEEEEN ]

Prolific—/

§ PROLIFIC TECHNOLOGY INC.

Auto R un an d Aftributes: 4] Self-Powered [ Load EEP |
[ Save to EEP |

L O C kT O G O ErEpEE ey E s s s s s s EEEEEEEEEEE : .
_ _ = DiFiename] Dshare\ TAEQMARA ER2T71PL2TT1 10073 | [ SIS l
Appllcatlon Note -.CTW;;PZSL:\; :1?:3-4 lllllllllllllllllllllllllll [ — l
l




2.2 MultiPortConfiguration

-Description
-Stage
-Function
-Operation Step
-Result
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2.2.1 Description

e Purpose:

This tool is to build a PL-2X71 device into USB-SATA
Bridge device, including functional test.

e |nput:
PL-2X71 device.
e Output:
Configured USB-SATA Bridge device.
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2.2.2 Function — Stage

e Initialize PL-2X71 device

e Write configuration data

Media card reader configuration, and USB information
like USB VID & PID.

e Verify
Verify USB information and configuration table.
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2.2.3.1 Operation Step — Stagel

A

7" EEFROM Information o

® Step: USE Descriptor Table

_ vendor 1D | Product ID:
Set Station ID
Confirm date

Yendor Desc

Froduct Desc

Load EEP
. . PCE Revision:
Configure device |
Date |z| Serial Number:
Aftributes:
Today is April 14, 2010. e
If it's incorrect, pleasse click "Cancel" and i Brers [ ereen
correct it.
Filename:
OK ‘ Cancel ‘ M eokaum:

Confi |EEP ROM Edit]

Station ID: v

P ‘ OK H Cancel
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2.2.3.2 Operation Step — Stage?

e Step
Plug-In
o OK

Attention

@ Flease unplug this device...

OK

| Cancel

E| Attention

e Successful
configuration

» pull-out device and
continue to Stage 3

£ MuliiPort MFGKit - Prolific, StationID: 12

HubPort

Serial number Status

Confirm deviee connt

Had plugin 2 device ?

Port | Result

man | [ mmwy |

£ MultiPort MFGKit - Prolific, StationID: 12

® Fa|| HubPort
MNon-Used

o Reason maybe the e
EEPROM .I:all Mon-LUsed

@ Flease unplug this device...

N/G

. Cancel |

Serial number

Hull

Hull

Hull

Hull

DIRSE5 U DY TO0000001
E3=650UDVTO00000000

Status = Port | Result

[ ]Em.. waiting
[ Em.. waiting
[ ] Em.. waiting
[ ) Em.. waiting

(BB 118 whitting corfigure & Py
[ ]19  Configure NG

[ JEm.. waiting

[ ] Em.. waiting

| %




2.2.4 Serial number

e Description:

Serial number will be burned into device
automatically during configuration process

e Default type:

Customer string(10cCharacter) + Number(9Character)

e Example:
PROLIFICMPO0O00000001
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2.2.5 Serial number operation

e StationID:
Station number can be form O
to 15
A station can be assigned the
ID only once
Stailon ID WI![| be saved in
system reqistr
y gisty —
e Serial number:
MultiPortConfiguration | ok || cance

program will increase the
decimal code automatically
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I
THE END

Present by watts yang
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